BIGFOOT
Line Array

- Reach Crowds of 5,000+
- 400 Watts AC/DC
- 130 dB of Sound
- Five 8” Neodymium Woofers
- One Neodymium Compression Driver
- Up to Four Built-in UHF Wireless Receivers
- Two Universal Microphone Input Jacks
- Comes with Standard Built-in Bluetooth
- Optional Built-In CD/MP3 Combo Player
- Designed to Cover a Football Field

Warning: If you are reading this warning within a few feet of the Bigfoot at maximum volume, please step away from this thunderous beast. Hearing protection is recommended. Your ears will thank you.

www.americanband.com
(800) 421-7479
Fax: (800) 861-9961
The Bigfoot® is the newest, biggest, and most powerful Portable Sound System on the market. Designed to cover a football field, this thunderous battery powered system is up to any challenge. With a line array consisting of five 8” neodymium speakers and one high efficiency neodymium compression driver, this bad boy packs a punch – yet easily sets up in seconds.

The Bigfoot is the first Anchor Audio Portable Sound System that offers four built-in wireless receivers – allowing everyone to be involved! It also boasts standard built-in Bluetooth® and an optional built-in CD/MP3 combo player to easily connect to anything you’ll need for an all-inclusive sound coverage.

**Features**
- Reach Crowds of 5,000+
- 400 Watts AC/DC
- Five 8” Neodymium Woofers
- One High Efficiency Neodymium Compression Driver
- True AC/DC - 110/220V Power Supply
- Two Universal Microphone Input Jacks
- Up to 4 Built-in UHF Wireless with 16 User Selectable Channels
- Operates 6-8 Hours on a Single Charge
- Comes with Standard Built-in Bluetooth
- Optional Built-In CD/MP3 Combo Player
- 3.5mm AUX Line Input
- Patented Durable all-in-one Portable Design
- Contoured Handle Grip and Heavy-Duty 8” Wheels for Easy Transport
- USB Charging Port for MP3/Phone
- High-Efficiency Class D Amplifier
- Battery Level Indicator
- No Stand Required
- UV Resistant Case
- User Replaceable Batteries

**Bigfoot® Sound System**
- Rated Power Output 400 Watts AC/DC
- Max SPL @ Rated Power 130 dB @ 1 meter
- Battery Three 12 V rechargeable, 9.0 Ah
- Full recharge: approx 8 hrs
- Frequency Response 100 Hz – 15 kHz ± 3dB
- Line Output (post fader) isolated, 600 W, 1/4” phone
- AC Power Reqs. 100 – 240 VAC, 50/60 Hz, 300W max
- USB Power Out 5V 500mA
- Dimensions Closed (HWD) 42.3” x 15.3” x 24.0” (107 x 39 x 61cm)
- Dimensions Opened (HWD) 68.6” x 15.3” x 24.0” (174 x 39 x 61cm)
- Weight 75 lbs / 34 Kg

**UHF Wireless**
- WH-8000 Wireless handheld microphone/transmitter (540-570 MHz)
- WB-8000 Wireless body-pack transmitter (540-570 MHz) (requires handsfree microphone)

**Technical Specifications**
- Microphone Inputs: Lo-Z (1 KΩ), balanced, XLR
  - 12 V condenser mic (phantom) power
  - Hi-Z (10 KΩ), unbalanced, 1/4” phone balanced, 1/4” & 1/8” stereo
- Line In Sensitive For Rated Output -52 dBV (2.5 mVrms)
- Hi-Z Microphone -43 dBV (7.5 mVrms)
- Auxiliary (line) -14 dBV (200 mVrms)

[Features & Specifications Subject to Change Without Notice]